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CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN DIEGO REGION

ORDER NO. R9-2003-0179
NPDES PERMIT NO. CA0107492

WASTE DISCHARGE REQUIREMENTSFOR THE
PADRE DAM MUNICIPAL WATER DISTRICT
PADRE DAM WATER RECYCLING FACILITY

DISCHARGE TO
SYCAMORE CREEK AND THE SAN DIEGO RIVER
SAN DIEGO COUNTY

The California Regional Water Quality Control Board, San Diego Region (hereinafter Regional
Board), finds that:

1. OnJune 10, 1998, this Regional Board adopted Order No. 98-60, National Pollutant
Discharge Elimination System (NPDES) Permit No. CA0107492, Waste Discharge
Requirements for Padre Dam Municipal Water District (PDMWD) Padre Dam Water
Recycling Facility (PDWRF) Discharge to Sycamore Creek and the San Diego River, San
Diego County. Order No. 98-60 established requirements for the discharge of up to 2.0
million gallons per day (MGD) of tertiary treated municipa wastewater from the PDWRF
through the Santee Lakes, to Sycamore Creek, tributary to the San Diego River.

2. On December 10, 1997, this Regiona Board adopted Order No. 97-49, Waste Discharge and
Water Recycling Requirements for the Production and purveyance of Recycled Water for
Padre Dam Municipal Water District. Order No. 97-49 establishes requirements for the
discharge to land of up to 2.0 MGD from the PDWRF.

3. Pursuant to Reporting Requirement E.14 of Order No. 98-60, PDMWD was required to
submit their report of waste discharge 180 days prior to the June 21, 2003 expiration date. On
December 20, 2002, the PDMWD submitted a complete NPDES permit application for the
renewal of Order No. 98-60. Since the discharger has submitted a complete application for
renewal of the NPDES permit, Order No. 98-60 is administratively extended until the
adoption of tentative Order No. R9-2003-0179 pursuant to Title 40 of the Code of Federal
Regulations (CFR), Part 122.41(b) [40 CFR 122.41(b)].

4. PDMWD owns and operates the PDWRF located in Sycamore Canyon in Santee, California
(Latitude- 32 Deg. 50 Min. 30 Sec. North, Longitude- 117 Deg. 00 Min. 10 Sec. West). The
PDWREF has arated average capacity of 2.0 mgd. PDMWD collects wastewater from City of
Santee, aportion of the City of El Cgon, and portions of the unincorporated communities of
El Cgon and Lakeside. Total wastewater collection within the PDMWD sewered area for
year 2002 (through October 2002) averaged 4.98 MGD. Of thistotal, 3.27 MGD was
directed to the City of San Diego Metropolitan (Metro) wastewater collection system and
1.71 MGD was directed to the PDWRF. The average discharge to Lake No. 7 was 0.8 MGD
and the average discharge from Lake No. 1 to Sycamore Creek was 0.7 MGD. Monthly
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average flow rates from Lake No. 1to Sycamore Creek ranged from 1.5MGD in the winter
to no dscharge during the summer.

. The PDWRF has primary, secondary, and tertiary treament processes. Primary clarifiers
remove settleeble soli ds and floating material, which are direded bad into the Metro system.
Sewmndary treament is provided through the Bardenpho pocessthat involves a series of
agation and anoxic stages to achieve biologica removal of nitrogen and phaphaous. After
biologicd treatment, flow is direded to secondary clarifiers where settleal e solids and
floating material isremoved. The waste sludge is direded to the Metro system. Thetertiary
processis designed to comply with the State of California Department of Hedth Services
(DHS) regulations for “disinfected, filt ered wastewater” for unrestricted use of recycled
wastewater. Tertiary treatment is provided through alum and pdymer addition, flocculation
and sedimentation, cenitrifying filtration, chlorination, and dechlorination.

. The dfluent from the PDWRF nat recycled for irrigation and industrial use is discharged to
the SanteeL akes, a series of seven man-made lakes. PDMWD owns and erates the Santee
Lakes as arecreational fadlity. These atificial lakes are nat waters of the United States.
Effluent first enters Lake No. 7 and flows by gravity through each lake urtil eventually
reating Lake No. 1,which flowsinto Sycamore Creek, atributary of the San Diego River.
Sycamore Creek flows through decorative ponds within the Carlton Oaks Courtry Club golf
course for approximately one mile before entering the San Diego River.

. The Lower San Diego River is a 20-mile urban waterway in the San Diego River Watershed
of Region 9with year-roundflow. The San Diego River originatesin the East Courty,
passng through Lakeside and Santeg and then runs parall el to Interstate 8 all the way to the
Paafic Ocean coastline where it discharges near Ocean Beach. The lower portion d the river
beginsjust north of Lake Jennings, near the town of Lakeside.

. Inacordancewith Sedion 2200,Title 23 d the California Code of Regulations (CCR), the
thred to water quality and complexity of the discharge from the PDWRF is determined to be
caegory 1A.

. Theterms, condtions, and limitations of this Order have been developed to protect the
beneficial uses and water quality of the receiving waters, including groundwater basins.

10. The Water Quality Control Plan, San Diego Basin (9) (hereinafter Basin Plan) was adopted

by this Regional Board on September 8, 1994and subsequently approved by the State Water
Resources Control Board (State Board) on December 13, 1994. Subsequent revisions to the
Basin Plan have dso been adopted by the Regional Board and approved by the State Board.
The Basin Plan designates beneficial uses, narrative and numericd water quality objedives,
and prohibitions, which are gplicable to the discharge regulated urder this NPDES permit.

11.Thedischarge point is located in the Sycamore Canyon pation d the San Diego River

watershed. The Basin Plan identifies the foll owing beneficia uses of surfacewaters of the
Misgon San Diego and Santee Hydrologic Subareas (HSA 7.11and HSA 7.12), which
includes Sycamore Creek and the San Diego River:
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agricultura supply (AGR)

industrial service supply (IND)

contact and non-contact water recreation (REC1 and REC2)
warm freshwater habitat (WARM)

cold freshwater habitat (COLD)

wildlife habitat (WILD)

preservation of rare, threatened or endangered species (RARE)

@ropo0oTe

12. The Basin Plan identifies the following beneficial uses of ground waters of the Mission San
Diego and Santee Hydrologic Subareas (HSA 7.11 and HSA 7.12):

a. municipal and domestic supply (MUN)
b. industria service and process supply (IND and PROC)
c. agricultura supply (AGR)

13. In order to protect designated beneficial uses, the Basin Plan establishes water quality
objectives (for bacteriological, physical, chemical, and biological characteristics, and for
radioactivity), general regquirements for management of waste discharged to the inland
surface waters, quality requirements for waste discharges (effluent quality requirements),
discharge prohibitions, and general provisions. The Basin Plan also contains prohibitions
applicable to surface waters subject to tidal influence and for inland surface waters. The
applicable prohibitions and discharge provisions of the Basin Plan have been incorporated
herein.

14. The Basin Plan establishes surface and ground water quality objectives for HSAs 7.11 and
7.12. These objectives areidentified in Tables 3-2 and 3-3 of the Basin Plan. Thetable
below identifies the most restrictive water quality objectives for any of these HSAs (the
concentrations listed may not be exceeded more than 10% of the time during any one year
period).

Constituent Unit Surface Water Ground Water
Total Dissolved Solids (TDYS) mg/| 1000 1000
Chloride mg/l 400 400
Sulfate mg/| 500 500
Percent Sodium % 60 60
Nitrogen & Phosphorous mg/| * --
Nitrate mg/I -- 45
Iron mg/I 1.0 0.3
Manganese mg/| 1.0 0.05
Methylene Blue Active mg/I 0.5 0.5
Substances (MBAS)
Boron mg/I 1.0 0.75
Odor -- None None
Turbidity NTU 20 5
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Constituent Unit Surface Water Ground Water
Color Units 20 15
Fluoride mg/| -- 1.0

* = Concentrations of nitrogen and phosphorous, by themselves or in combination with other nutrients,
shall be maintained at levels below those which stimulate dgae and emergent plant growth. Threshold
total phosphorous (P) concentrations $all not exceed 0.05mg/L in any stream at the point where it enters
any standing body of water, nor 0.025 mg/L in any standing body of water. A desired goal in order to
prevent plant nuisances in streams and other flowing waters appeasto be 0.1 mg/L total P. These values
are not to be excealed more than 10% of the time unless s$udies of the spedfic water body in question
clealy show that water quality objedive changes are permissible and changes are gproved by the
Regional Board. Anaogous threshold values have not been set for nitrogen compounds; however, natural
ratios of nitrogen to phosphorous are to be determined by surveill ance ard monitoring and upheld. If data
arelading, aratio of N:P =10:1 shall be used.

15. Order No. 98B-60 establi shed aternate dfluent limitations for nitrogen and phaphorusin
acmrdance with Chapter 4 of the Basin Plan, with the condtion that the discharger develop
and implement a watercourse monitoring and management plan (WMMP). The data
generated from the WMM P indicaes that the total nitrogen and total phaspharous
concentrations in the downstrean receving waters are gredaer than the Basin Plan oljedives
of 1.0and 0.1mg/L, respectively. Furthermore, this Order contains revised nutrient effluent
massemisgon rate (MER) limitations in acmrdance with the objectives establi shed in the
Basin Plan.

16. Preliminary benthic maaoinvertebrate analyses performed in the lower San Diego River
receving waters (downstreamn of the discharge) in 1998, 1999and 2000indicate a“fair to
poa” index of biotic integrity (IBI), which isamultimetric anaytical approach
recommended by the United States Environmental Protection Agency (USEPA) for assssng
the overall “ewmlogicd health” of an aquatic community. However, thereisno correlation
establi shed between the devated nurient loading and the “fair to poa” rating.

17.The SWRCB adopted the 2002Clean Water Act sedion 303d) list of water quality limited
segments at its February 4, 2003Board Meding. The list was approved by the United States
Environmental Protedion Agency (USEPA) Region 9 onJuly 25, 2003. The Lower San
Diego River (HSA 7.11and HSA 7.12 islisted as an impaired water body due to elevated
fecd coliform, low dissolved axygen, elevated phaspharus, and elevated total dissolved
solids. If/when Waste Load Allocaions (WLAS) are cdculated in aceordancewith Total
Maximum Daily Load (TMDL) procedures, the limits contained in this or subsequent Orders
will be modified acordingly.

18. The discharger is not required to have apretregment program pursuant to Sedion 307 @ the
Clean Water Act; Parts 35and 403 & Title 40, Code of Federal Regulations (40 CFR 35 and
40 CFR 403); and/or Sedion 2233 Article 4, Subchapter 9, Chapter 3, Title 23, Cdifornia
Code of Regulations, because the discharge islessthan 5MGD. However, the City of San
Diego, through agreament with the PDMWD, dces regulate industries in the PDMWD
service aea.



Tentative Order No. R9-20030179 -5- September 26, 2003
NPDES Permit No. CA0107492

19.0n November 16, 1990the USEPA promulgated NPDES permit appli caion requirements
for stormwater discharges (40 CFR Parts 122, 123and 124) which are gplicableto the
PDMWD PDWRF. On April 17, 1997%he State Water Resources Control Board (SWRCB)
adoped Water Quality Order No. 97-03-DWQ National Poll utant Discharge Elimination
System (NPDES) General Permit No. CAS000001Waste Discharge Requirements (WDRS)
for Discharges of Storm Water Associated With Industrial Activities Excluding Construction
Activities. Stormwater discharges from PDMWD’s PDWREF are subject to the terms and
condtions of Water Quality Order No. 9703-DWQ.

20. Effluent limitations, industrial pretreament standards, biosolid use and dsposal regulations,
and criteria established under Sedions 208b) , 301, 302, 30@l) , 304, 306, 307, 40&hd 405
of the Clean Water Act, asamended (33 U.S.C. 1251et seq.), are gplicable to the discharge.

21.The Regional Board, in establi shing the requirements contained herein, hes taken into
consideration the requirements of the State and Federal "antidegradation” policies and hes
determined that:

a The terms and conditi ons of this Order require that the existing beneficial uses
and water quality of the San Diego River and/or its tributaries be maintained and
proteded,

b. The discharge from the PDWREF to the San Diego River and/or itstributariesin
acordance with approved plansindicaed in the findings is necessary to
acommodate eonamic and socia development important to the people of the
communiti es of the San Diego region;

C. No surfacewaters covered urder the terms and condti ons of this Order have been
designated an oustanding retional resource water by the State Water Resources
Control Board; and

d. No surfacewaters covered urder this order have been designated as Areas of
Speaal Biologicd Significance (ASBS) by the State Water Resources Control
Board.

22.The Regiona Board has considered antidegradation pusuant to 40CFR 131.12and State
Board Resolution No. 6816 and finds that a discharge in compliancewith this Order is
consistent with these Antidegradation Poli cies.

23.This Order complies with Sedion 40Z0) of the Federal Clean Water Act, and the
implementing regulations of 40 CFR 122.441) which prohibit the establi shment of effluent
limitsin arenewed, reissued or modified NPDES permits that are less sringent than the
limit s establi shed in the previous permit.
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24.This Order shall serve & an NPDES permit for the discharge of treated wastewater from the
PDMWD PDWRF to Sycamore Creek, the San Diego River, and/or its tributaries pursuant to
Sedion 402 & the CWA and amendments thereto.

25.The Regional Board, in establi shing the requirements contained herein, considered factors
including, bu nat limited to, the foll owing:

a Beneficial usesto be proteded and the water quality objedives reasonably
required for that purpose;
b. Other waste discharges,

C. The nedl to prevent nuisance,

d. Past, present, and probable future beneficial uses of the waters under
consideration;

e Environmenta charaderistics of the waters under consideration;

f. Water quality condtions that could reasonably be achieved through the
coordinated control of al factors which affect water quality in the aeg

0. Econamic considerations; and

h. The ned for developing housing within the region.

26. The isuance of waste discharge requirements for this discharge is exempt from the
requirement for preparation d environmental documents under the CEQA (Public Resources
Code, Division 13,Chapter 3, Sedion 21000et seq.) in accordancewith the California Water
Code, Sedion 13389.

27.The Regional Board has considered al water resourcerelated environmental fadors
asciated with the discharge of treaed wastewater from PDMWD's PDWRF to Sycamore
Creek, the San Diego River, and/or itstributaries.

28.The Regional Board has natified PDMWD and all known interested parties of itsintent to
issue NPDES permit requirements for the propased dscharge of waste.

29.The Regional Board has, at a puldic meding, heard and considered al comments pertaining
to the discharge of treaed wastewater from PDMWD's PDWRF to Sycamore Creek, the San
Diego River, andor itstributaries.
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IT ISHEREBY ORDERED, that PDMWD (hereinafter discharger), in order to med the
provisions contained in Division 7 d the CaliforniaWater Code and regulations adopted
thereunder and the provisions of the Clean Water Act and the regulations adopted thereunder,
shall comply with the foll owing:

A. PROHIBITIONS

1. Compliancewith the Waste Discharge Prohibitions, as dated in the 1994Basin Plan
(Attachment 1), isrequired as a condtion d this order.

2. Discharge to the San Diego River and contiguous waters from the PDWRF at average daily
flowrate in excessof 2.0MGD is prohibited.

3. Thedischarge of waste & point(s) other than the discharge point from Lake No. 1to
Sycamore Creek, which have not been spedfically described in the report of waste discharge
and for which valid waste discharge requirements are not in force, is prohibited.

4. Thedischarge of ail, trash or other solids diredly to surfacewater or in any manner which
may permit it to be washed into a surface water is prohibited.

5. Thedischarge of municipa andindustrial waste sSludge and urtreaed sludge digester
supernatant, centrate, or filtrate to the San Diego River and/or itstributariesis prohibited.

6. Thedepasition d rublkish o refuse into surfacewaters or at any place where they would be
eventually transported to the San Diego River and/or itstributariesis prohibited.

7. Thedischarge of waste shall nat cause surface @osion a scouring of aquatic substrates.

8. Thedischarge of any substances in concentrations toxic to human, animal, plant or aquatic
lifeis prohibited. Compliancewith thistoxicity prohibitionshall be evaluated at the
discharge from Lake No. 1to Sycamore Creek.

B. DISCHARGE SPECIFICATIONS

The discharge of treated wastewater from the PDWRF containing pall utants in excessof the
foll owing effluent limitationsis prohibited:

1. The monthly average percent removal for Biochemicd Oxygen Demand (BOD, performed at

209C for 5 days) shall not be lessthan 85%.

2. Themonthly average percent removal for Total Suspended Solids (TSS shall nat be less
than 83%.

3. Tota coliform concentration d the dfluent shall not excead aMPN (most probable number)
of 2.2 per 100mL, based onthe median of the results of the last 7 days for which analyses
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have been completed; and shall not exceed aMPN of 23 per 100mL in more than ore
sample in any 30-day period. No samples shal exceed an MPN of 240100mL.

4. Turbidity concentration d thefilter effluent prior to chlorination shall not exceed adaily
average value of 2 Nephelometric Turbidity Units (NTU), shal not excead 5NTU more than
5% of the time during a 24-hour period, and shall not excead 10NTU at any time.

5. Limitationsfor Major Properties of Wastewater

Constituent Unit Limit
Daily Weekly Monthly
Maximum Average Average
BOD mg/I 25 23 15
Ib/day 417 375 250
TSS mg/I 25 23 15
Ib/day 417 375 250
oil andgrease mg/I 7.5 -- 5
Ib/day 125 83
chlorineresidual® | pg/l 20 8.0 2.0
Ib/day 0.33 0.13 0.033
pH units Between 6.5and 8.5 at dl times
Notes:
1. Compliancewith these limitations shall be evaluated at the discharge from Lake No. 1
to Sycamore Creek.

6. California Toxics Rule (CTR) Effluent Limitations

Constituent Unit Limit
Daily Monthly
Maximum | Average
bis (2-ethylhexyl) pthalate gL 12 5.9
Ib/day 0.20 0.098
7. Limitationsfor Basin Plan Constituents
Constituent Unit Limit
Daily 12-month
Maximum Average
total dissolved solids mg/L 1000 --
Ib/day 25,020 --
percent sodium % 60 --
chloride mg/L 400 --
Ib/day 6,672 --
sulfate mg/L 500 --
Ib/day 8,340 --
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Constituent Unit Limit
Daily 12-month
Maximum Average

nitrogen (total)"* mg/L - -
Ib/day -- 17

phosphorous (total)* mg/L - -
Ib/day -- 1.7

nitrate mg/L 45 --
Ib/day 751 --

iron mg/L 0.3 --
Ib/day 5.0 --

manganese mg/L 0.05 --
Ib/day 0.83

MBAS mg/L 0.5 --
Ib/day 8.3

boron mg/L 0.75 --
Ib/day 13

color Units 20 --

fluoride mg/L 1.0 --
Ib/day 17

ammonia (un-ionized) mg/L 0.025 --
Ib/day 0.42

odor units none none

Notes:

1. Compliance with these limitations shall be evaluated at the discharge from Lake

No. 1 to Sycamore Creek.

C. RECEIVING WATER LIMITATIONS

The discharge from the PDWRF shall not, by itself or jointly with any other discharge, cause
violations of the following receiving water quality objectives:

1. Bacteriological standards

a. Inwaters designed for contact recreation (REC1) the fecal coliform concentration based
on aminimum of not less than five samples for any 30-day period, shall not exceed alog
mean of 200/100 ml, nor shall more than 10 percent of total samples during any 30-day
period exceed 400/100 ml.

b. Inwaters designated for noncontact recreation (REC2), and not designated for contact
recreation (RECI), the average fecal coliform concentration for any 30-day period, shall
not exceed 2,000 per 100 ml nor shall more than 10 percent of samples collected during
any 30-day period exceed 4,000 per 100 ml.
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c. Inwatersdesignated for contact recreation (REC1) the monthly average E. coli
concentration shall not exceed 126/100 ml and the maximum concentration shall not
exceed 576/100 ml.

d. Inbaysand estuaries, the most probable number of coliform organismsin the upper 60
feet of the water column shall be less than 1,000 per 100 ml provided that not more than
20 percent of the samples at any sampling station, in any 30-day period, may exceed
1,000 per 100 ml, and provided further that no single sample when verified by a repeat
sampl e taken within 48 hours shall exceed 10,000 per 100 ml.

e. At al areas where shellfish may be harvested for human consumption (SHELL), the
median total coliform concentration for any 30-day period shall not exceed 70 per 100 mi
nor shall more than 10 percent of the samples collected during any 30-day period exceed
230 per 100 ml for a five-tube decimal dilution test or 330 per 100 ml when athree-tube
decimal dilution test is used.

2. Dissolved oxygen (DO) levels shall not be less than 5.0 mg/l in inland surface waters with
designated WARM beneficia uses or less than 6.0 mg/l in waters designated as COLD
beneficial uses. The annual mean dissolved oxygen concentration shall not be less than 7.0
mg/l more than 10 percent of the time.

3. Changesin norma ambient pH levels shall not exceed 0.5 units. The pH shall not be
depressed below 6.5 nor raised above 8.5 units.

4. The discharge of wastes shall not cause concentrations of un-ionized ammonia (NHj3) to
exceed 0.025 mg/L (asN).

5. Concentrations of nitrogen and phosphorous, by themselves or in combination with other
nutrients, shall be maintained at levels below those which stimulate algae and emergent plant
growth.

6. Waters shall be free of coloration that causes nuisance or adversely affects beneficial uses.
The natural color of fish, shellfish or other resources shall not be impaired.

7. Waters shall not contain floating material, including solids, liquids, foams, and scumin
concentrations which cause nuisance or adversely affect beneficial uses.

8. Waters shall not contain oils, greases, waxes or other materials in concentrations which result
inavisiblefilm or coating on the surface of the water or on objectsin the water, or which
cause nuisance or which adversely affect beneficial uses.

9. Radionuclides shall not be present in concentrations that are del eterious to human, plant,
animal, or aquatic life nor that result in the accumulation of radionuclides in the food web to
an extent that presents a hazard to human, plant, animal or aguatic life.
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10. The suspended sediment load and suspended sediment discharge rate of surface waters shall
not be altered in such a manner as to cause nuisance or adversely affect beneficial uses.

11. Waters shall not contain suspended and settleable solids in concentrations of solids that cause
nuisance or adversely affect beneficial uses.

12. Waters shall not contain taste or odor producing substances at concentrations which cause a
nuisance or adversely affect beneficial uses. The natural taste and odor of fish, shellfish or
other regional water resources used for human consumption shall not be impaired.

13. The natural receiving water temperature of intrastate waters shall not be altered unlessit can
be demonstrated to the satisfaction of the Regional Board that such aterations in temperature
does not adversely affect beneficial uses.

14. All waters shall be maintained free of toxic substances in concentrations that are toxic to, or
that produce detrimental physiological responses in human, plant, animal, or aguatic life.
Compliance will be determined by use of indicator organisms, analysis of species diversity,
population density, growth anomalies, bioassays of appropriate duration, or other appropriate
methods, as specified by the Regional Board.

15. Waters shall be free of changesin turbidity that cause nuisance or adversely affect beneficial
USES.

D. PROVISIONS

1. Thedischarge shall comply with the attached Monitoring and Reporting Program No. R9-
2003-0179.

2. Thedischarger must comply with al conditions of this Order. Any permit noncompliance
constitutes a violation of the CWA and the California Water Code, and is grounds for
enforcement action; for permit termination, revocation and reissuance, or modification; or for
denia of an application for permit renewal, modification, or reissuance.

3. Thedischarger must comply with all standard provisions, where applicable, as stated in 40
CFR 122 (see Attachment No. 2) and Additional Standard Provisions (Attachment No. 3),
which are incorporated into this permit by reference.

4. Thedischarger shall comply with all existing federal and state |laws and regulations that
apply to its sewage sludge use and disposal practice(s), and with the CWA Section 405(d)
and 40 CFR Part 257.

5. Thedischarger shal report sewer overflow events that occur at the PDWRF. For purposes of
this provision, a sewer overflow event is adischarge of treated or untreated wastewater at a
location not authorized by waste discharge requirements and/or NPDES permit which results
from a pump station failure, sewer line break, obstruction, surcharge, or any other operational
dysfunction. This reguirement appliesto al sewer overflow events other than those events
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subjed to regulation undbr this Regional Board's Order No. 9604, General Waste Discharge
Requirements Prohibiting Sanitary Sewer Overflows by Sewage Collection Agencies.

a

If asewer overflow event resultsin adischarge of 1,000gall ons or more, or resultsin a
discharge to surface waters (any volume), the discharger shall report the sewer overflow
event to the Regional Board by any avail able means, including telephore, voicemail, or
FAX, within 24 hous from the time that 1) discharger has knowledge of the sewer
overflow, 2) natificationis possble, and 3 natificaion can be provided withou
substantially impeding cleanup or other emergency measures. Notification may be made
after normal businesshous by leaving a message for the Regional Board on vace mall
or FAX.

(1) For the purpose of this requirement, surfacewaters include navigable waters, rivers,
streams (including ephemeral streams), lakes, playa lakes, natural ponds, bays, the
Padfic Ocean, lagoors, estuaries, man-made canals, ditches, dry arroyos, mudflats,
sandflats, wet meadows, wetlands, swamps, marshes, sloughs and water courses, and
storm drains tributary to surfacewaters. The term includes waters of the United
States as used in the federal Clean Water Act (see40CFR 122.2

(2) Theinformation reported to the Regional Board in the initial report shall i nclude the
name and phore number of the person reporting the sanitary sewer overflow, the
resporsible sanitary sewer system agency, the estimated total sewer overflow volume,
the locaion, the recaving waters, whether or nat the sewer overflow is gill occurring
at the time of the report, and confirmation that the loca health services agency was or
will be natified as required uncder the reporting requirements of the locd health
services agency.

If the sewer overflow event resultsin adischarge of 1,000 @llons or more, or resultsin a
discharge to surface waters (any volume), the discharger shall complete acopy of the
Sanitary Sewer Overflow Form attached to Monitoring and Reporting Program No. 96
04, and submit the completed Sanitary Sewer Overflow Report form, along with any
additional correspondence, to the Regional Board nolater than 5 days foll owing the
starting date of the sanitary sewer overflow. Additional correspondence and foll ow-up
reports sroud be submitted to the Regiona Board, as necessary, to supdement the
Sanitary Sewer Overflow Report Form to provide detail ed information oncause,
resporse, adverse dfeds, corrective adions, preventative measures, or other information.

The discharger shall report all sewer overflows, regardiessof volume or final destination,
in the next quarterly self-monitoring report, in accordance with the format described in
Order No. 9%6-04.

6. Thedischarger shall also naify the Regional Board, the California Department of Hedth
Services (DHS), and the San Diego Courty Department of Environmental Health (DEH)
within 24 hous of when it beaomes aware of any of the foll owing:
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Failure of chlorination equipment

Effluent Total Coliform bacteria greater than 240 MPN/100 mL.
Effluent turbidity greater than 10 NTU

CT less than 450 mg-min./L

oo oo

7. Within 180 days from the adoption of this Order, the discharger shall submit arevised
Engineering Report for the PDWRF, in accordance with guidelines established under Title 22
CCR, Articles 7 through 10, to the RWQCB, and the DHS. Thisreport shall include the
results of:

a. Anaarm simulation shut down test, in the presence of a staff member from the Regiona
Board and a sanitary engineer from the California DHS, to ensure that the PDWREF is
properly operating.

b. The modal contact time of the chlorination chamber, as defined under Title 22, Division
4, Chapter 3, Section 60301.600, from atracer study conducted to ensure that the effluent
meets the requirements of Title 22.

8. Chlorination shall be with a disinfection process providing a CT (chlorine concentration
times modal contact time) value of at least 450 mg-min/liter at al times at the end of the
contact chamber, with a minimum modal chlorine contact time of at least 90 minutes, based
on peak dry weather design flow.

9. Thedischarger shall submit reports and provide notifications to the Regional Board and other
agencies as specified in this Order. Reports and notifications submitted to the Regional
Board shall be made to:

California Regional Water Quality Control Board
San Diego Region

POTW Compliance Unit

9174 Sky Park Court, Suite 100

San Diego, California 92123-4340

Telephone: (858) 467-2952

Fax: (858) 571-6972

10. The discharger shall maintain a Sewer Overflow Prevention Plan (SOPP), specific to the
treatment facility and the downstream conveyance system, in an up-to-date condition and
shall amend the SOPP whenever there is a change (e.g. in the design, construction, operation,
or maintenance of the sewerage system or sewerage facilities) which materially affects the
potential for sewer overflows. The discharger shall review and amend the SOPP as
appropriate after each sewer overflow from the facility. The SOPP and any amendments
thereto, shall be subject to the approval of the Executive Officer and shall be modified as
directed by the Executive Officer. The discharger shall submit the SOPP and any
amendments thereto to the Executive Officer upon request of the Executive Officer. The
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discharger shall ensure that the up-to-date SOPPis realily avail able to facili ty personrel at
al times and that faali ty personnel are familiar with it.

11. The discharger shall maintain a Sewer Overflow Response Plan (SORP), spedfic to the
treament facili ty and the downstrean conveyance system. The SORP shall establish
procedures for respondngto overflows from the fadli ty so as to (a) minimize the overflow
volume which enters surface waters, and (b) minimize the alverse dfeds of overflowson
water quality and beneficial uses. The discharger shall maintain the SORP in an upto-date
condtion and shall amend the SORP as necessary to accomplish these objedives. The
discharger shall review and amend the SORP as appropriate dter each overflow. The SORP,
and any amendments thereto, shall be subject to the gproval of the Exeautive Officer and
shall be modified as direded by the Exeautive Officer. The discharger shall submit the
SORP and any amendments thereto to the Exeautive Officer uponrequest of the Exeautive
Officer. Thedischarger shall ensure that the up-to-date SORP is reaily avail able to faali ty
personrel at all times and that fadlity personngl are familiar with it.

12. Appropriate Treament Plant Operations and Maintenance (O& M) manual(s) shall be posted
at aprominent location at the permitted treament or disposal fadlity, and shal be avail able
to operating and/or ontsite personrel at all times. The O&M manual (s) shall be prepared,
revised, and/or updated by qualified engineers to acourt for any changesin plant operations
or processes. The O&M manual(s) shall be reviewed by the discharger at least once every
threeyears. The discharger shall certify, in writing, to this RWQCB that appropriate,
updated, and accurate O& M manual(s) are utili zed at the treament or disposal fadlity, or
that modifications to the manual (s) are required, the detail s of the revisions necessary, and
the date and method d completion.

13. Supervisors and operators of the discharger's wastewater treament fadliti es sall possessa
ceatificate of appropriate grade in acordance with Chapter 14 of Division 4 d Title 23 d the
California Code of Regulations. All operating personrel will be of appropriate grade to
perform the operations and/or maintenance they are assgned to. The Annual Report will
include the grade certifications of all operating personnel and summaries of any training
recaved in the previous calendar year.

14. All proposed new treament faciliti es and expansions of existing treament fadliti es shall be
completely constructed and operable prior to initiation o the discharge from the new or
expanded fadliti es. The discharger shall submit a cetification report for each new treament
fadlity, expansion d an existing treament facili ty, and re-rating of an existing treament
faality. For new treatment fadliti es and expansions, the certificaion report shall be
prepared by the design enginea. For re-ratings, the certification report shall be prepared by
the enginea who evaluated the treatment facility capadty. The certificaion report shall:

a. ldentify the design capaaty of the treament fadlity;

b. Certify the adequacy of each comporent of the treament fadlity; and

c. Contain arequirement-by-requirement analysis, based onacceptable engineering
pradices, of how the processand physicd design of the fadlity will ensure cmpliance
with this Order.
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The signature and engineering license number of the enginea preparing the certificaion
report shall be affixed to thereport. The certification report, shoud, if possble, be submitted
prior to beginning construction. The discharger shall nat initiate adischarge from a new
treament facili ty or initiate adischarge from an existing treament facili ty at a 30-day
average dry weaher flowrate in excessof its previously approved design capadty until:

a. The certificaionreport isreceived by the Exeautive Officer;

b. The Exeautive Officer has received written naification d the completion d construction
(new treatment faciliti es and expansions only); and

c. Aninspedion d the plant has been made by the Regional Board staff (new treatment
faaliti es and expansions only).

d. The Exeautive Officer has provided the discharger with written authorization to dscharge
at a 30-day average dry weaher flowrate nat to exceed the revised design cgpaaty.

15. All waste treament, containment and dsposal faciliti es hall be proteded against 100-year
pe&k stream flows as defined by the San Diego Courty flood control agency.

16. All waste treament, containment and dsposal faciliti es shall be proteded against erosion,
overland runoff and aher impads resulting from a 100-year frequency 24-hou storm.

17.This Order expires November 12, 2008 after which, the terms and condtions of this permit
are automatically continued pending issuance of a new permit provided that al requirements
of the federal NPDES regulations on the continuation d expired permits are complied with.
[40CFR 122.6, 23CCR 2235.4.

18. Order No. B-60is rescinded when this Order becomes eff ective.

E. BIOSOLID REQUIREMENTS

1. Management of all solidsand biosolid must comply with all requirements of 40 CFR Parts
257, 258, 501and 503 CWA Part 405d); and CCRTitle 27, including all monitoring,
recrd-kegoing, and reporting requirements. Sincethe State of California, hence the
Regional and State Boards, has not been delegated the authority by the USEPA to implement
the biosolid program, enforcement of biosolid requirements of CFR Part 503is under
USEPA'sjurisdiction.

2. All solids and biosolid must be disposed of in amunicipal solid waste landfill , reused by land
applicaion, a disposed of in abiosolid-only landfill i n acardance with 40CFR Parts 503
and 258,and CCRTitle 27. If the discharger decides to dispose of solids or biosolid by a
different method,arequest for permit modification must be submitted to the USEPA and this
Regional Board 180days prior to alternative disposal.

3. Solids, and biosolid treament, storage, and dsposal or reuse shall nat crede anuisance, such
as objedionable odars or flies, and shall naot result in groundvater contamination.
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4. The solid and biosolid treatment and storage sites shall have facilities adequate to divert
surface water runoff from adjacent areas, to protect the boundaries of the site from erosion,
and prevent drainage from the treatment and storage sites. Adequate protection is defined as
protection from at least a 100-year storm and protection from the highest possible tidal stage
that may occur.

5. Thedischarge of sewage biosolid and solids shall not cause waste material to bein aposition
where it is, or can be, conveyed from the treatment and storage sites and deposited in the
waters of the state.

6. Thedischarger shall submit a copy of each of the annual reports required by 40 CFR 503 to
this Regional Board at the same time those reports are submitted to the USEPA. The
discharger shall also submit an annual report of the quantity and disposition of biosolid
generated in the previous calendar year. No annual reports are required if al biosolids are
returned to the sanitary sewer and conveyed to the City of San Diego for disposal.

I, John H. Robertus, Executive Officer of the San Diego Regional Water Quality Control Board,
do hereby certify the foregoing isafull, true, and correct copy of an Order adopted by the
California Regional Water Quality Control Board, San Diego Region, on November 12, 2003.

TENTATIVE
JOHN H. ROBERTUS
Executive Officer
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ATTACHMENT NO.1

1994 WATER QUALITY CONTROL PLAN FOR THE SAN DIEGO BASIN
(BASIN PLAN) WASTE DISCHARGE PROHIBITIONS

California Water Code Section 13243 provides that a Regional Board, in awater quality control
plan, may specify certain conditions or areas where the discharge of waste, or certain types of
waste is not permitted. The following discharge prohibitions are applicable to any person as
defined by Section 13050(c) of the California Water Code and to any person who is a citizen,
domiciliary, or political agency or entity of Californiawhose activitiesin California could affect
the quality of waters of the state within the boundaries of the San Diego Region.

1. The discharge of waste to waters of the state in a manner causing, or threatening to cause
acondition of pollution, contamination or nuisance as defined in California Water Code
Section 13050, is prohibited.

2. The discharge of waste to land, except as authorized by waste discharge requirements or
the terms described in California Water Code Section 13264, is prohibited.

3. The discharge of pollutants or dredged or fill material to waters of the United States
except as authorized by an NPDES permit or adredged or fill material permit (subject to
the exemption described in California Water Code 8§13376) is prohibited

4. The discharge of treated or untreated waste to lakes or reservoirs used for municipal water
supply, or to inland surface water tributaries thereto, is prohibited.

5. The discharge of waste to inland surface waters, except in cases where the quality of the
discharge complies with applicable receiving water quality objectives, is prohibited.
Allowances for dilution may be made at the discretion of the Regional Board.
Consideration would include streamflow data, the degree of treatment provided and safety
measures to ensure reliability of facility performance. As an example, discharge of
secondary effluent would probably be permitted if streamflow provided 100:1 dilution
capability.

6. The discharge of waste in a manner causing flow, ponding, or surfacing on lands not
owned or under the control of the discharger is prohibited, unless the discharge is
authorized by the Regiona Board.

7. The dumping, deposition, or discharge of waste directly into waters of the state, or
adjacent to such waters in any manner which may permit its being transported into the
waters, is prohibited unless authorized by the Regional Board.

8. Any discharge to a storm water conveyance system that is not composed entirely of storm
water is prohibited unless authorized by the Regional Board. (The federal regulations,
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10.

11.

12.

13.

14.

15.

16.

17.

18.

40CFR 122.26(b)(13), define storm water as storm water runoff, snow melt runoff, and
surface runoff and drainage. 40CFR 122.26(b)(2) defines an illicit discharge as any
discharge to a storm water conveyance system that is not composed entirely of storm
water except discharges pursuant to a NPDES permit and discharge resulting from fire
fighting activities.) (8122.26 amended at 56 FR 56553, November 5, 1991 57 FR 11412,
April 2,1992).

The authorized discharge of treated or untreated sewage to waters of the state or to a
storm water conveyance system is prohibited.

The discharge of industrial wastes to conventional septic tank/subsurface disposal
systems, except as authorized by the terms described in California Water Code Section
13264, is prohibited.

The discharge of radioactive waste amenable to alternative methods of disposal into the
waters of the state is prohibited.

The discharge of any radiological, chemical, or biological warfare agent into waters of the
state is prohibited.

The discharge of waste into a natural or excavated site below historic water levelsis
prohibited unless the discharge is authorized by the Regional Board.

The discharge of sand, silt, clay, or other earthen materials from any activity, including
land grading and construction, in quantities which cause del eterious bottom deposits,
turbidity or discoloration in waters of the state or which unreasonably affect, or threaten
to affect, beneficial uses of such watersis prohibited.

The discharge of treated or untreated sewage from vessels to Mission Bay, Oceanside
Harbor, Dana Point Harbor, or other small boat harbors is prohibited.

The discharge of untreated sewage from vessels to San Diego Bay is prohibited.

The discharge of treated sewage from vessels to portion of San Diego Bay that are less
than 30 feet deep at mean lower low water (MLLW) is prohibited.

The discharge of treated sewage from vessels, which do not have a properly functioning
US Coast Guard certified Type | or Type Il marine sanitation device, to portions of San
Diego Bay that are greater than 30 feet deep a mean lower low water (MLLW) is
prohibited.
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ATTACHMENT NO. 2

40 CFR STANDARD PROVISION REFERENCES

40 CFR 122.1 Pur pose and scope

40 CFR 122.1(a) and (b).

40 CFR 122.2 Definitions

40 CFR 122.2(al).

40 CFR 122.3 Exclusions

40 CFR 122.3(a) through (g).

40 CFR 122.4 Prohibitions (applicable to State programs, see Section 123.25).

40 CFR 122.4(a) through (i).

40 CFR 122.5 Effect of a permit (applicable to State programs, see Section 123.25).

40 CFR 122.5(a) through (c).

40 CFR 122.6 Continuation of expiring per mits

40 CFR 122.6(b) through (d).

40 CFR 122.7 Confidentiality of information (applicable to State programs, see
Section 123.25).

40 CFR 122.7 (@) through (c).

40 CFR 122.21 Application for a Permit (applicable to State programs, see Section
123.25).

40 CFR 122.21(a) through (q).

40 CFR 122.22 Signatoriesto permit applications and reports (applicable to State
programs, see Section 123.25).

(a) Applications. All applications shall be signed as follows:

(1) For acorporation: by a responsible corporate officer. For the purpose of this section,
a responsible corporate officer means. (i) A president, secretary, treasurer, or
vice-president of the corporation in charge of a principal business function, or any
other person who performs similar policy- or decision-making functions for the
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corporation, or (ii) the manager of one or more manufacturing, production, operating
facilities, provided, the manager is authorized to make management decisions which
govern the operation of the regulated facility including having the explicit or implicit
duty of making magor capital investment recommendations, and initiating and
directing other comprehensive measures to assure long term environmental
compliance with environmental laws and regul ations; the manager can ensure that the
necessary systems are established or actions taken to gather complete and accurate
information for permit application requirements, and where authority to sign
documents has been assigned or delegated to the manager in accordance with
corporate procedures.

NOTE: EPA does not require specific assignments or delegations of authority to responsible
corporate officers identified in Section 122.22(a)(1)(i). The Agency will presume that these
responsible corporate officers have the requisite authority to sign permit applications unless the
corporation has notified the Director to the contrary. Corporate procedures governing authority
to sign permit applications may provide for assignment or delegation to applicable corporate
positions under 8122.22(a)(1)(ii) rather than to specific individuals.

)

)

(b) All rep
signed

For a partnership or sole proprietorship: by a genera partner or the proprietor,
respectively; or

For a municipality, State, Federal, or other public agency: By either a principal
executive officer or ranking elected official. For purposes of this section, a principal
executive officer of a Federal agency includes: (i) The chief executive officer of the
agency, or (ii) a senior executive officer having responsibility for the overall
operations of a principa geographic unit of the agency (e.g., Regiona Administrators
of EPA).

orts required by permits, and other information requested by the Director shall be
by a person described in paragraph (@) of this section, or by a duly authorized

representative of that person. A person is aduly authorized representative only if:

(1)

)

3)

The authorization is made in writing by a person described in paragraph (a) of this
section;

The authorization specifies either an individual or a position having responsibility for
the overall operation of the regulated facility or activity such as the position of plant
manager, operator of a well or a well field, superintendent, position of equivaent
responsibility, or an individual or position having overall responsibility for
environmental matters for the company. (A duly authorized representative may thus
be either a named individual or any individua occupying a named position.) and,

The written authorization is submitted to the Director.

(c) Changes to authorization. If an authorization under paragraph (b) of this section is no longer

accurate because a different individual or position has responsibility for the overall operation
of the facility, a new authorization satisfying the requirements of paragraph (b) of this section
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must be submitted to the Director prior to or together with any reports, information, or
applications to be signed by an authorized representative.

(d) Certification. Any person signing a document under paragraph (a) or (b) of this section shall
make the following certification:

"I certify under penalty of law that this document and all attachments were prepared
under my direction or supervision in accordance with a system designed to assure that
qualified personnel properly gather and evaluate the information submitted. Based on my
inquiry of the person or persons who manage the system, or those persons directly
responsible for gathering the information, the information submitted is, to the best of my
knowledge and belief, true, accurate, and complete. | am aware that there are significant
pendlties for submitting false information, including the possibility of fine and
imprisonment for knowing violations."

40 CFR 122.23 Concentrated animal feeding operations (applicable to State
programs, see Section 123.25).

40 CFR 122.23(a) through (c).

40 CFR 122.24 Concentrated aquatic animal production facilities (applicable to State
programs, see Section 123.25).

40 CFR 122.24(a) through (c).

40 CFR 122.25 Aquaculture projects (applicable to State programs, see Section
123.25).

40 CFR 122.25(a) and (b).

40 CFR 122.26 Storm water discharges (applicable to State programs, see Section
123.25).

40 CFR 122.26(a) through (g).

40 CFR 122.27 Silvicultural activities (applicable to State programs, see Section
123.25).

40 CFR 122.27(a) and (b).

40 CFR 122.28 General permits (applicableto State programs, see Section 123.25).

40 CFR 122.28(a) and (b).

40 CFR 122.29 New sour ces and new dischar gers.

40 CFR 122.29(a) through (d).
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40CFR 122.30 through 122.37(Various sdions on requlation of small MS4's).

40CFR 122.41 Conditions applicableto dl permits (applicable to State programs, see
Sedion 123.25.

The following conditions apply to all NPDES permits. Additional conditions applicable to
NPDES permits are in Section 122.42. All conditions applicable to NPDES permits shall be
incorporated into the permits either expressly or by reference. If incorporated by reference, a
specific citation to these regulations (or the corresponding approved State regulations) must be
given in the permit.

() Duty to comply. The permittee must comply with all conditions of this permit. Any permit
noncompliance constitutes a violation of the Clean Water Act and is grounds for enforcement
action; for permit termination, revocation and reissuance, or modification; or denia of a
permit renewal application.

(1) The permittee shall comply with effluent standards or prohibitions established under
section 307(a) of the Clean Water Act toxic pollutants and with standards for sewage
sludge use or disposal established under section 405(d) of the CWA within the time
provided in the regulations that establish these standards or prohibitions or standards
for sewage sludge use or disposal, even if the permit has not yet been modified to
incorporate the requirement.

(2) The Clean Water Act provides that any person who violates section 301, 302, 306,
307, 308, 318 or 405 of the Act, or any permit condition or limitation implementing
any such sections in a permit issued under section 402, or any requirement imposed in
a pretreatment program approved under sections 402(a)(3) or 402(b)(8) of the Act, is
subject to acivil penalty not to exceed $25,000 per day for each violation. The Clean
Water Act provides that any person who negligently violates section 301, 302, 306,
307, 308, 318 or 405 of the Act, or any condition or limitation implementing any of
such sections in a permit issued under section 402 of the Act, or any requirement
imposed in a pretreatment program approved under section 402(a)(3) or 402(b)(8) of
the Act, is subject to criminal penalties of $2,500 to $25,000 per day of violation, or
imprisonment of not more than 1 year, or both. In the case of a second or subsequent
conviction for a negligent violation, a person shall be subject to criminal penalties of
not more than $50,000 per day of violation, or by imprisonment of not more than 2
years, or both. Any person who knowingly violates such sections, or such conditions
or limitations is subject to crimina penalties of $5,000 to $50,000 per day of
violation, or imprisonment for not more than 3 years, or both. In the case of a second
or subsequent conviction for a knowing violation, a person shal be subject to
criminal penalties of not more than $100,000 per day of violation, or imprisonment of
not more than 6 years, or both. Any person who knowingly violates section 301, 302,
306, 307, 308, 318 or 405 of the Act, or any permit condition or limitation
implementing any of such sections in a permit issued under section 402 of the Act,
and who knows at that time that he thereby places another person in imminent danger
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of death or serious bodily injury, shall, upon conviction, be subject to a fine of not
more than $250,000 or imprisonment of not more than 15 years, or both. In the case
of asecond or subsequent conviction for a knowing endangerment violation, a person
shall be subject to a fine of not more than $500,000 or by imprisonment of not more
than 30 years, or both. An organization, as defined in section 309(c)(3)(B)(iii) of the
CWA, shall, upon conviction of violating the imminent danger provision, be subject
to afine of not more than $1,000,000 and can be fined up to $2,000,000 for second or
subsequent convictions.

(3) Any person may be assessed an administrative penalty by the Administrator for
violating section 301, 302, 306, 307, 308, 318 or 405 of this Act, or any permit
condition or limitation implementing any of such sections in a permit issued under
section 402 of this Act. Administrative penalties for Class | violations are not to
exceed $10,000 per violation, with the maximum amount of any Class | penaty
assessed not to exceed $25,000. Pendlties for Class Il violations are not to exceed
$10,000 per day for each day during which the violation continues, with the
maximum amount of any Class Il penalty not to exceed $125,000.

(b) Duty to reapply. If the permittee wishes to continue an activity regulated by this permit after
the expiration date of this permit, the permittee must apply for and obtain a new permit.

(c) Need to halt or reduce activity not a defense. It shall not be a defense for a permittee in an
enforcement action that it would have been necessary to halt or reduce the permitted activity
in order to maintain compliance with the conditions of this permit.

(d) Duty to mitigate. The permittee shall take all reasonable steps to minimize or prevent any
discharge or sludge use or disposa in violation of this permit which has a reasonable
likelihood of adversely affecting human health or the environment.

(e) Proper operation and maintenance. The permittee shall at all times properly operate and
maintain al facilities and systems of treatment and control (and related appurtenances) which
are installed or used by the permittee to achieve compliance with the conditions of this
permit. Proper operation and maintenance also includes adequate laboratory controls and
appropriate quality assurance procedures. This provision requires the operation of back-up or
auxiliary facilities or similar systems, which are installed by a permittee only when the
operation is necessary to achieve compliance with the conditions of the permit.

(f) Permit actions. This permit may be modified, revoked and reissued, or terminated for cause.
The filing of arequest by the permittee for a permit modification, revocation and reissuance,
or termination, or a notification of planned changes or anticipated noncompliance does not
stay any permit condition.

(9) Property rights. This permit does not convey any property rights of any sort, or any exclusive
privilege.

(h) Duty to provide information. The permittee shall furnish to the Director, within a reasonable
time, any information which the Director may request to determine whether cause exists for
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modifying, revoking and reissling, or terminating this permit or to determine compliance
with this permit. The permittee shall aso furnish to the Diredor upon request, copies of
records required to be kept by this permit.

(i) Inspedionand entry. The permitteeshall alow the Diredor, or an authorized representative
(including an authorized contrador ading as a representative of the Administrator), upon
presentation d credentials and aher documents as may be required by law, to:

(1) Enter uponthe permitteés premises where aregulated fadlity or adivity islocaed o
conducted, a where records must be kept under the andtions of this permit;

(2) Have accssto and copy, at reasonable times, any records that must be kept under the
condtions of this permit;

(3) Insped at reasonable times any fadlities, equipment (including monitoring and
control equipment), pradices, or operations regulated or required under this permit;
and

(4) Sample or monitor at reasonable times, for the purposes of asauring permit
compliance or as otherwise aithorized by the Clean Water Act, any substances or
parameters at any locaion.

() Monitoring and records.

(1) Samples and measurements taken for the purpose of monitoring shal be
representative of the monitored adivity.

(2) Except for reards of monitoring information required by this permit related to the
permitteés wage sludge use and dsposal adivities, which shall be retained for a
period d at least five yeas (or longer as required by 40 CFR part 503, the permittee
shall retain records of al monitoring information, including al cdibration and
maintenance records and all original strip chart recordings for continuous monitoring
instrumentation, copies of al reports required by this permit, and records of al data
used to complete the gplicaion for this permit, for a period o at least 3 yeas from
the date of the sample, measurement, report or applicaion. This period may be
extended by request of the Diredor at any time.

(3) Reaords of monitoring information shall i nclude:
i) Thedate, exad place andtime of sampling or measurements,
i) Theindividua(s) who performed the sampling or measurements,
iii) The date(s) analyses were performed;

iv) Theindividua(s) who performed the analyses;
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v) The anayticd techniques or methods used; and
vi) The results of such analyses.

(4) Monitoring results must be conducted acarding to test procedures approved under 40
CFR part 136 a, in the cae of sludge use or disposal, approved under 40 CFR part
136 unessotherwise spedfied in 40 CFR part 503, uriessother test procedures have
been spedfied in the permit.

(5) The Clean Water Act provides that any person who fasifies, tampers with, o
knowingly renders inacairrate any monitoring device or method required to be
maintained uncer this permit shall, uponconwiction, ke punshed by a fine of not
more than $10,000, o by imprisonment for not more than 2 yeas, or bath. If a
conviction d a person is for a violation committed after a first conviction d such
person undy this paragraph, punshment is afine of nat more than $20,000per day of
violation, a by imprisonment of not more than 4yeas, or both.

(K) Signatory requirement.

(1) All applicaions, reports, or information submitted to the Diredor shall be signed and
cetified. (See40CFR 122.29

(2) The CWA provides that any person who knowvingly makes any false statement,
representation, a cetificaion in any record o other document submitted o required
to be mantained under this permit, including monitoring reports or reports of
compliance or non-compliance shall, uponconwction, ke punished by a fine of not
more than $10,000 pr violation, a by imprisonment for not more than 6 months per
violation, a by bath.

() Reporting requirements.

(1) Planned changes. The permitteeshal give natice to the Diredor as on as posshble
of any planned physicd dterations or additions to the permitted faality. Noticeis
required ony when:

i) The dteration a addition to a permitted fadlity may med one of the aiteria for
determining whether afadlity isa new sourcein §122.2%b); or

i) The dteration a addition could significantly change the nature or increase the
quantity of pallutants discharged. This natificaion applies to pdlutants, which
are subjed neither to effluent limitations in the permit, na to ndificaion
requirements under 8122.4%a)(1).

iii) The dteration a addition results in a significant change in the permitteés dudge
use or disposal pradices, and such ateration, addition, a change may justify the
applicaion d permit condtions that are different from or absent in the eisting
permit, including natification d addtional use or disposal sites not reported
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during the permit application process or not reported pursuant to an approved land
application plan;

(2) Anticipated noncompliance. The permittee shall give advance notice to the Director
of any planned changes in the permitted facility or activity, which may result in
noncompliance with permit requirements.

(3) Transfers. This permit is not transferable to any person except after notice to the
Director. The Director may require modification or revocation and reissuance of the
permit to change the name of the permittee and incorporate such other requirements
as may be necessary under the Clean Water Act. (See 8122.61; in some cases,
modification or revocation and reissuance is mandatory.)

(4) Monitoring reports. Monitoring results shall be reported at the intervals specified
elsewherein this permit.

i) Monitoring results must be reported on a Discharge Monitoring Report (DMR) or
forms provided or specified by the Director for reporting results of monitoring of
sludge use or disposal practices.

i) If the permittee monitors any pollutant more frequently than required by the
permit using test procedures approved under 40 CFR part 136 or, in the case of
sludge use or disposal, approved under 40 CFR part 136 unless otherwise
specified in 40 CFR part 503, or as specified in the permit, the results of this
monitoring shall be included in the calculation and reporting of the data submitted
in the DMR or sludge reporting form specified by the Director.

iii) Calculations for al limitations which require averaging of measurements shall
utilize an arithmetic mean unless otherwise specified by the Director in the
permit.

(5) Compliance schedules. Reports of compliance or noncompliance with, or any
progress reports on, interim and final requirements contained in any compliance
schedule of this permit shal be submitted no later than 14 days following each
schedule date.

(6) Twenty-four hour reporting.

i) The permittee shall report any noncompliance, which may endanger health or the
environment. Any information shall be provided orally within 24 hours from the
time the permittee becomes aware of the circumstances. A written submission
shall aso be provided within 5 days of the time the permittee becomes aware of
the circumstances. The written submission shall contain a description of the
noncompliance and its cause; the period of noncompliance, including exact dates
and times, and if the noncompliance has not been corrected, the anticipated time it
IS expected to continue; and steps taken or planned to reduce, eliminate, and
prevent reoccurrence of the noncompliance.
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i) Thefollowing shall be included as information, which must be reported within 24
hours under this paragraph.

A. Any unanticipated bypass which exceeds any effluent limitation in the
Permit (See 40 CFR 122.41(q)).

B. Any upset which exceeds any effluent limitation in the permit.

C. Violation of a maximum daily discharge limitation for any of the pollutants
listed by the Director in the permit to be reported within 24 hours. (See 40
CFR 122.44(qg)).

iii) The Director may waive the written report on a case-by-case basis for reports
under paragraph (1)(6)(ii) of this section if the oral report has been received within
24 hours.

(7) Other noncompliance. The permittee shall report all instances of noncompliance not
reported under paragraphs (1)(4), (5), and (6) of this section, at the time monitoring
reports are submitted. The reports shall contain the information listed in paragraph
(1)(6) of this section.

(8) Other information. Where the permittee becomes aware that it failed to submit any
relevant facts in a permit application, or submitted incorrect information in a permit
application or in any report to the Director, it shall promptly submit such facts or
information.

(m) Bypass.
(1) Definitions.

i) "Bypass' means the intentional diversion of waste streams from any portion of a
treatment facility.

i) "Severe property damage' means substantial physical damage to property, damage
to the treatment facilities which causes them to become inoperable, or substantial
and permanent loss of natura resources which can reasonably be expected to
occur in the absence of a bypass. Severe property damage does not mean
economic loss caused by delays in production.

(2) Bypass not exceeding limitations. The permittee may allow any bypass to occur
which does not cause effluent limitations to be exceeded, but only if it adso is for
essential maintenance to assure efficient operation. These bypasses are not subject to
the provisions of paragraphs (m)(3) and (m)(4) of this section.

(3) Notice
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i) Anticipated bypass. If the permittee knows in advance of the need for a bypass, it
shall submit prior notice, if possible at |east ten days before the date of the bypass.

i) Unanticipated bypass. The permittee shall submit notice of an unanticipated
bypass as required in paragraph (1)(6) of this section (24-hour notice).

(4) Prohibition of bypass.

i) Bypass is prohibited, and the Director may take enforcement action against a
permittee for bypass, unless:

A. Bypass was unavoidable to prevent loss of life, personal injury, or severe
property damage;

B. There were no feasible alternatives to the bypass, such as the use of auxiliary
treatment facilities, retention of untreated wastes, or maintenance during
normal periods of equipment downtime. This condition is not satisfied if
adequate back-up equipment should have been installed in the exercise of
reasonable engineering judgment to prevent a bypass which occurred during
normal periods of equipment downtime or preventive maintenance; and

C. The permittee submitted notices as required under paragraph (m)(3) of this
section.

i) The Director may approve an anticipated bypass, after considering its adverse
effects, if the Director determines that it will meet the three conditions listed
above in paragraph (m)(4)(i) of this section.

(n) Upset

(1) Definition. "Upset" means an exceptional incident in which there is unintentional and
temporary noncompliance with technology based permit effluent limitations because of
factors beyond the reasonable control of the permittee. An upset does not include
noncompliance to the extent caused by operational error, improperly designed treatment
facilities, inadequate treatment facilities, lack of preventive maintenance, or careless or
improper operation.

(2) Effect of an upset. An upset constitutes an affirmative defense to an action brought for
noncompliance with such technology based permit effluent limitations if the requirements
of paragraph (n)(3) of this section are met. No determination made during administrative
review of clams that noncompliance was caused by upset, and before an action for
noncompliance, isfinal administrative action subject to judicial review.

(3) Conditions necessary for a demonstration of upset. A permittee who wishes to establish
the affirmative defense of upset shall demonstrate, through properly signed,
contemporaneous operating logs, or other relevant evidence that:
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i) An upset occurred and that the permittee ca identify the cause(s) of the upset;
i) The permitted fadlity was at the time being properly operated; and

iii) The permittee submitted ndice of the upset as required in paragraph (1)(6)(ii)(B) of
this dion (24-hou natice).

iv) The permittee @mplied with any remedial measures required uncer paragraph (d) of
this edion.

(4) Burden o proof. In any enforcement proceeding the permittee seeking to establish the
occurrence of an upset has the burden of procof.

40 CFR 122.42 Additional conditions applicable to specified categories of NPDES
per mits (applicable to State NPDES progr ams, see Section 123.25).

The following condtions, in addition to those set forth in Sedion 122.41apply to al NPDES
permits within the cdegories gedfied below:

(d) Existing manufaduring, commercial, mining, and sil vicultural dischargers. In additionto the
reporting requirements under Sedion 122.4{1), al existing manufaduring, commercial,
mining, and silvicultural dischargers must natify the Diredor as oon as they know or have
ressonto believe:

(1) That any adivity has occurred o will occur which would result in the discharge, on a
routine or frequent basis, of any toxic palutant which is not limited in the permit, if that
discharge will excee the highest of the foll owing “natificaionlevels’:

i) One hunded micrograms per liter (100 w/l);

i) Two hunded micrograms per liter (200 wyl) for aaolein and aaylonitrile; five
hunded micrograms per liter (500 wy/l) for 2,4-dinitrophenad and for 2-methyl-4,6-
dinitrophenadl; and ore milli gram per liter (1 mg/l) for antimony;

i) Five (5) times the maximum concentration value reported for that pollutant in the
permit applicaionin acordancewith Sec 122.219)(7); or

iv) Thelevel established by the Diredor in acmrdancewith Sedion 122.44f).

(2) That any adivity has occurred or will occur which would result in any discharge, on a
nonroutine or infrequent basis, of atoxic palutant which is not limited in the permit, if
that discharge will exceal the highest of the foll owing “natificaion levels’:

i) Five hunded micrograms per liter (500 w/l);

i) One milligram per liter (1 mg/l) for antimony;
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iii) Ten (10) times the maximum concentration value reported for that pollutant in the
permit application in accordance with Section 122.21(g)(7).

iv) Thelevel established by the Director in accordance with Sec. 122.44(f).

(b) Publicly owned treatment works. All POTWs must provide adequate notice to the Director
of the following:

(1) Any new introduction of pollutants into the POTW from an indirect discharger which
would be subject to section 301 or 306 of CWA if it were directly discharging those
pollutants; and

(2) Any substantial change in the volume or character of pollutants being introduced into that
POTW by a source introducing pollutants into the POTW at the time of issuance of the
permit.

(3) Revisions, if necessary, to the assessment of controls and the fiscal analysis reported in
the permit application under Sections 122.26(d)(2)(iv) and (d)(2)(v) of this part;

(4) A summary of data, including monitoring data, that is accumulated throughout the
reporting year;

i) effluent introduced into the POTW, and

i) any anticipated impact of the change on the quantity or quality of effluent to be
discharged from the POTW.

(c) Municipal separate storm sewer systems. The operator of a large or medium municipal
Separate storm sewer system or a municipa separate storm sewer that has been designated by
the Director under Sec. 122.26(a)(1)(v) of this part must submit an annua report by the
anniversary of the date of the issuance of the permit for such system. The report shall
include:

(1) The status of implementing the components of the storm water management program that
are established as permit conditions;

(2) Proposed changes to the storm water management programs that are established as permit
condition. Such proposed changes shall be consistent with Section 122.26(d)(2)(iii) of
this part; and

(3) Annual expenditures and budget for year following each annual report;

(4) A summary describing the number and nature of enforcement actions, inspections, and
public education programs,

(5) Identification of water quality improvements or degradation;
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(d) Storm water discharges. The initial permits for discharges composed entirely of storm water
issued pursuant to Section 122.26(e)(7) of this part shall require compliance with the
conditions of the permit as expeditiously as practicable, but in no event later than three years
after the date of issuance of the permit.

40 CFR 122.43 Establishing permit conditions (applicable to State programs, see
Section 123.25).

40 CFR 122.43(a) through (c).

40 CFR 122.44 Establishing limitations, standar ds, and other permit conditions
(applicable to State programs, see Section 123.25).

40 CFR 122.44(a) through ().

40 CFR 122.45 Calculating NPDES permit conditions (applicable to State programs,
see Section 123.25).

40 CFR 122.45(a) through (h).

40 CFR 122.46 Duration of permits (applicable to State programs, see Section
123.25).

40 CFR 122.46(a) through (€).

40 CFR 122.47 Schedules of compliance (applicable to State programs. see Section
123.25).

40 CFR 122.47(a) and (b).

40 CER 122.48 Reguirements for recording and reporting of monitoring results.
(applicable to State programs, see Section 123.25).

40 CFR 122.48(a) through (c).

40 CFR 122.49 Considerations under Federal law.

40 CFR 122.49(a) through (g).

40 CFR 122.50 Disposal into wells, into publicly owned treatment works (applicable
to State programs, see Section 123.25).

40 CFR 122.50(a) through (c).

40 CFR 122.61 Transfer of per mits (applicable to State programs, see Section 123.25).

40 CFR 122.61(a) through (b).
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40 CFR 122.62 M odification or revocation and reissuance of permits (applicable to
State programs, see Section 123.25).

40 CFR 122.62(a) through (b).

40 CFR 122.63 Minor modifications of per mits.

40 CFR 122.63(a) through (g).

40 CFR 122.64 Termination of permits (applicable to State programs, see Section
123.25).

40 CFR 122.64(a) through (b)

Note: The sections of 40 CFR Standard Provisions listed above that are not quoted
verbatim can be obtained through the following website: www.access.gpo.gov.
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ATTACHMENT NO. 3

ADDITIONAL STANDARD PROVISIONS

1. Review and revision of permit: Upon application by any affected person, or on its own
motion, the SDRWQCB may review and revise this permit. All requirements shall be
reviewed periodically. [CWC 13263(e)]

2. Termination or modification of permit: This permit may be terminated or modified for
causes, including, but not limited to, al of the following:

(a) Violation of any condition contained in this permit.

(b) Obtaining this permit by misrepresentation, or failure to disclose fully al relevant
facts.

(c) A changein any condition that requires either atemporary of permanent reduction or
elimination of the permitted discharge. [CWC 13381]

3. Material change: Not less than 180 days prior to any material change in the character,
location, volume, or amount of waste discharge, the Discharger shall submit a technical
report describing such changes. Such changes include but are not limited to the following:

(a) Addition of amgjor industrial waste discharge to a discharge of essentially domestic
sewage, or the addition of a new process or product by an industrial facility resulting
in achange in the character of the waste.

(b) Significant change in disposa method, e.g., change from land disposa to a direct
discharge to water, or change in the method of treatment which would significantly
alter the characteristics of the waste.

(c) Significant change in the disposal area, e.g., moving the discharge to another drainage
area, to a different water body, or to a disposal area significantly removed from the
original area potentially causing different water quality or nuisance problems.

(d) Increase in flow beyond that specified in the waste discharge requirements.

(e) Increase in area or depth to be used for solid waste disposal beyond that specified in
the waste discharge requirements. [CWC 13376, 13264, 23 CCR 2210]

(f) Any substantial change in the amount or characteristics of pollutants used, handled,
stored, or generated.

(9) Any new discharge of pollutants or new potential pollutant source.
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10.

11.

(h) Other circumstances which could result in a material change in the character, amount,
or location of discharges. [CWC 13264, 23 CCR 2210]

Transfers: When this permit is transferred to a new owner or operator, such requirements as
may be necessary under the California Water Code may be incorporated into this permit.

Conditions not stayed: The filing of a request by the Discharger for modification, revocation
and reissuance, or termination of this Order, or a notification of planned change in or
anticipated noncompliance with this Order does not stay any condition of this Order.

Availability: A copy of this Order shall be kept at a readily accessible location and shall be
available to on-site personnel at all times.

Duty to minimize or correct adverse impacts: The Discharger shall take all reasonable steps
to minimize or correct any adverse impact on the environment resulting from noncompliance
with this Order, including such accelerated or additional monitoring as may be necessary to
determine the nature and impact of the noncompliance.

Responsibilities, liabilities, legal action, penalties: The Porter-Cologne Water Quality
Control Act provides for civil and criminal penalties comparable to, and in some cases
greater than, those provided for under the Clean Water Act. [CWC 13385, 13387]

Nothing in this Order shall be construed to protect the Discharger from its liabilities under
federal, state, or local laws.

Except as provided for in 40CFR 122.41(m) and (n), nothing in this Order shall be construed
to relieve the Discharger from civil or crimina penalties for noncompliance.

Nothing in this Order shall be construed to preclude the institution of any legal action or
relieve the Discharger from any responsibilities, liabilities, or penalties to which the
Discharger is or may be subject to under Section 311 of the CWA.

Nothing in this Order shall be construed to preclude institution of any legal action or relieve
the Discharger from any responsibilities, liabilities, or penalties established pursuant to any
applicable state law or regulation under authoring preserved by Section 510 of the CWA.

Noncompliance: Any noncompliance with this permit constitutes violation of the California
Water Code and is grounds for denia of an application for permit modification. (Also, see
40CFR 122.41 (Q)

Discharge is a privilege: No discharge of waste into waters of the state, whether or not the
discharge is made pursuant to waste discharge requirements, shall create a vested right to
continue the discharge. All discharges of waste into waters of the state are privileges, not
rights. {CWC 13263(g))

Permittee: For the purposes of this permit, the term "permittee” used in parts of 40 CFR
incorporated into this permit by reference and/or applicable to this permit shall have the same
meaning as the term "Discharger" used elsewhere in this permit.
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12.Director: For the purposes of this permit, the term "Diredor” used in parts of 40 CFR
incorporated into this permit by reference and/or appli cable to this permit shall have the same
meaning as the term "SDRWQCB" used elsewhere in this permit, except that in 40CFR
122.4%h) & (1), "Diredor" shal mean "SDRWQCB, SWRCB, and USEPA."

13. Effective date: This Order shall beacome dfedive ten days after the date of its adoption
provided the USEPA Regiona Administrator has no obedion. If the Regiond
Administrator objeds to its issuance, this Order shal nat become dfective until such
objedioniswithdrawn.

14.Continuation of expired permit: After this permit expires, the terms and condtions of this
permit are aitomaticdly continued pending issuance of a new permit if al requirements of
the federal NPDES regulations on the mntinuation d expired permits are complied with.
[40CFR 122.6, 23CCR 2235.4

15. Applications: Any applicaion submitted by the Discharger for reissuance or modificaion o
this permit shall satisfy al applicable requirements pedfied in federa regulations as well as
any additional requirements for submittal of a Report of Waste Discharge spedfied in the
CaliforniaWater Code and the California Code of Regulations.

16. Confidentiality: Except as provided for in 40CFR 122.7, noinformation a documents
submitter in acordancewith or in application for this permit will be considered confidential,
and all such information and documents dall be avail able for review by the puldic & the
offices of the SDRWQCB.

17. Severability: The provisions of this order are severable, and if any provision of this order, or
the gplicaion d any provisions of this order to any circumstance, is held invalid, the
applicaion d such provisionto ather circumstances and the remainder of this order shall not
be dfeded thereby.

18. Discharge Monitoring Quality Assurance (DMQA) Program: The Discharger shall conduct
appropriate analyses on any sample provided by EPA as part of the DMQA program. The
results of such analyses shall be submitted to EPA's DMQA manager. [SWRCB/USEPA 106
MOA]

19. Pollution, Contamination, Nuisance: The handing, transport, treament, or disposal of waste
or the discharge of waste to waters of the state in amanner which causes or threaens to cause
a ondtion d pdlution, contamination, a nuisance, as those terms are defined in CWC
13050,is prohibited.
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CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN DIEGO REGION
TENTATIVE
MONITORING AND REPORTING PROGRAM NO. R9-2003-0179
NPDES PERMIT NO. CA0107492

FOR THE
PADRE DAM MUNICIPAL WATER DISTRICT
PADRE DAM WATER RECYCLING FACILITY
DISCHARGE TO
SYCAMORE CREEK AND THE SAN DIEGO RIVER
SAN DIEGO COUNTY

PURPOSE

This monitoring program is intended to:

1.

Document the short-term and long-term effects of the discharge on water quality and
the beneficial uses of the receiving waters.

Assess treatment plant performance and compliance with the NPDES permit terms
and conditions.

MONITORING PROVISIONS

Samples and measurements taken as required herein shall be representative of the
volume and nature of the monitored discharge. All samples shall be taken at the
monitoring points specified in this MRP and, unless otherwise specified, before the
effluent joins or is diluted by any other waste stream, body of water, or substance.

All monitoring instruments and devices used by the discharger to fulfill the prescribed
monitoring program shall be properly maintained and calibrated as necessary to
ensure their continued accuracy.

Appropriate flow measurement devices and methods consistent with accepted
scientific practices shall be selected and used to ensure the accuracy and reliability of
measurements of the volume of monitored discharges. The devices shall be installed,
calibrated and maintained to ensure that the accuracy of the measurements are
consistent with the accepted capability of that type of device. Devices selected shall
be capable of measuring flows with a maximum deviation of lessthan 5 percent from
true discharge rates throughout the range of expected discharge volumes. All flow
measurement devices shall be calibrated at least once per year, or more frequently, to
ensure continued accuracy of the devices. The discharger shall maintain calibration
records including a written statement signed by a registered professiona engineer
certifying that all flow measurement devices have been calibrated and will reliably
achieve the accuracy required.
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10.

All analyses shall be performed in alaboratory certified to perform such analyses by
the California Department of Health Services or alaboratory approved by the
Executive Officer.

Monitoring must be conducted according to United States Environmental Protection
Agency test procedures approved under Title 40, Code of Federal Regulations (CFR),
Part 136, "Guidelines Establishing Test Procedures for Analysis of Pollutants Under
the Clean Water Act" as amended, unless other test procedures have been specified in
this MRP or approved by the Executive Officer.

The discharger shall have, and implement, an acceptable written Quality Assurance
/Quality Control (QA/QC) plan for field and laboratory analyses. An annud report shall
be submitted by March 1 of each year which summarizes the QA/QC activitiesfor the
previous year. Duplicate chemical analyses must be conducted on aminimum of ten
percent of the samples or at least once during the permit term, whichever is greater. A
similar frequency shall be maintained for analyzing spiked samples. When requested by
USEPA or the Executive Officer, the discharger will participate in the NPDES discharge
monitoring report QA/QC performance study. The discharger should have a success
rate equal or greater than 80 percent.

The discharger shall implement this monitoring and reporting program on January 1,
2004. The Monitoring and Reporting Program of Order No. 98-60 shall remain in effect
between the adoption date of Order No. 2003-0179 and the implementation of this MRP.

The discharger shall submit all information necessary to determine compliance with
effluent limitations (e.g. if the permit contains a daily maximum and monthly average
for aparticular constituent, the discharger shall report the daily maximum and
monthly average for that constituent, as defined in the reporting requirements below,
and in the same units as the permit limit). For any effluent limitation, compliance
shall be determined using sufficient sampling and analysis and appropriate statistical
methods to eval uate multiple samples.

The discharger shall report all instances of noncompliance at the time monitoring
reports arc submitted.

Monitoring results must be reported in aformat approved by the Executive Officer.

11. All reports submitted in response to this MRP shall comply with the signatory

12.

requirements of 40 CFR 122.22.

If the discharger monitors any pollutants more frequently than required by this MRP,
using test procedures approved under 40 CFR, Part 136, or as specified in this MRP,
the results of this monitoring shall be included in the calculation and reporting of the
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data submitted in the discharger's monitoring report. Theincreased frequency of
monitoring shall also be reported.

13.The discharger shall report with ead sample result the reported Minimum Level
(ML) andthe laboratory’ s current Method Detection Limit (MDL). For each numeric
effluent limitation, the discharger shall selea one or more Minimum Levels (and their
asciated analyticd methods) from Appendix 4 o the State Water Resources
Control Board Policy for |mplementation of Toxic Standards for Inland Surface
Waters, Enclosed Bays, and Estuaries of California (Implementation Policy). The
“reported” Minimum Level isthe Minimum Level (andits associated analyticd
method) chaosen by the discharger for reporting and compli ance determination from
Appendix 4 o the Implementation Policy. The discharger must seled from all
Minimum Levelsfrom Appendix 4 o the Implementation Policy that are below the
effluent limitation. If the dfluent limitationislower than all the Minimum Levelsin
Appendix 4 of the Implementation Poli cy, then the discharger must seled the lowest
Minimum Level.

14 .Minimum Levelsin Appendix 4 o the Implementation Policy represent the lowest
quantifiable concentration in a sample based onthe proper applicaion o method
spedfic analytical procedures and the @sence of matrix interferences. Minimum
Levels also represent the lowest standard concentration in the cdi bration curve for a
spedfic analytical technique dter the gplication o appropriate method-specific
fadors. Common analyticd pradices may require different treament of the sample
relative to the cali bration standard. Some examples of these pradicesare givenin
Sedion 2.4.2 éthe Implementation Policy. Other fadors may be gplied to the
Minimum Level depending on the speafic sample preparation steps employed. For
example, the treament typicdly applied when there ae matrix effedsisto dlute the
sample or sample diqua by afador of ten. In such cases, this additional factor must
be gplied duing the omputation d the reporting limit. Applicaion d such factors
will ater the reported Minimum Level.

15.The discharger shall i nstruct its laboratories to establi sh cdibration standards < that
the Minimum Level (or its equivalent if there is differential treament of samples
relative to cdibration standards) is the lowest cdibration standard. At notimeisthe
discharger to use analyticd data derived from extrapolation beyondthe lowest point
of the cdibration curve. In accordancewith the Implementation Policy, the
discharger’ s laboratory may employ a cdibration standard lower than the Minimum
Level in Appendix 4 o the Implementation Policy.

16. In addition to paper copies, the discharger shal submit all monitoring resultsin an
eledronic (tab delimited o spreadshed) format (preferably on compad disc) with the
annual report submittals.

17.The discharger shal retain records of al monitoring information, including all
cdibration and maintenancerecrds and al origina strip chart recordings for
continuows monitoring instrumentation, copies of al reports required by this MRP,
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andrecoords of all data used to complete the goplicaion for this MRP. Rewords sall
be maintained for aminimum of five yeas from the date of the sample, measurement,
report, or application. This period may be extended duing the aurse of any
unresolved liti gation regarding this discharge or when requested by the Exeautive
Officer or the United States Environmental Protedion Agency. Reaords of
monitoring information shall i nclude:

The date, exad place, and time of sampling or measurements,
Theindividuals who performed the sampling or measurements;
The date(s) analyses were performed;

The laboratory and individual (s) who performed the analyses,
The analyticd techniques or methods used; and

Theresults of al such analyses.

o o0 oW

18.A grab sampleisan individual sample of at least 100 millilit ers colleded at a
randamly seleded time over aperiod nd excealing 15minutes.

19. A composite sampleis defined asa combination d at least 100 millilit ers coll eded at
periodic intervals during the operating hours of afacility over a 24-hou period. For
volatile pall utants, aliquas must be cmbined in the laboratory immediately before
anaysis. The cmmpaosite must be flow proportional; either the timeinterval between
ead diqua or the volume of each aliqua must be propationa to either the strean
flow at the time of sampling or the total stream flow sincethe wlledion d the
previous aiqua. Aliquas may be mlleded manually or automaticdly.

20. The 12-month average shall be the moving arithmetic mean of all samples colleaed
over any 12-mornth period.

21.The aanual average shall be the mean o all samples colleded in one cdendar year.

22.The 30-day average shall be the moving arithmetic mean of daily concentrations over
any 30-day period.

23.The monthly average shall be the mean o all samples colleded in a cdendar month.

24.The 7-day average shall be the moving arithmetic mean o daily concentrations over
any 7-day period.

25. The weekly average shall be the mean of all samples colleded in acalendar week,
Sunday through Saturday.

26. The daily maximum shall be the maximum result of all samplescollededina
cdendar day.

27.The instantaneous maximum, or “maximum at any time” effluent limitation shall
apply to each sample independently (i.e. al results hal be compared to the limit).
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28. If only one sampleis collected during the time period associated with the effluent
limitations (e.g., 30-day average or 6-month median), the single measurement shall be
used to determine compliance with the effluent limitation for the entire time period.

29. When determining compliance based on a single sample, with asingle effluent
limitation which applies to a group of chemicals concentrations of individual
members of the group may be considered to be zero if the analytical response for
individual chemicalsfalls below the MDL for that parameter.

30. The mass emission rate (MER), in pounds per day, shall be obtained from the
following calculation for any calendar day:

mass emission rate (Ib/day) =8.34x Qx C

in which Q and C are the flow rate in MGD and the constituent concentration in mg/I,
respectively, and 8.34 is a conversion factor with units of [Ib/MGD] / [mg/l]. If a
composite sampleis taken, then C is the concentration measured in the composite
sample and Q is the average flow rate occurring during the period over which the
samples are composited.

31. Calculaionsfor al limitations that require averaging of measurements shdl utilize an
arithmetic mean unless otherwise specified in Order R9-2003-0179 or this monitoring
and reporting program.

32. For al bacterial analyses, sample dilutions should be performed so the range of
values extends from 2 to 16,000 MPN (most probable number). The detection
methods used for each analysis shall be reported with the results of the analysis.
Detection methods used for coliforms (total and fecal) shall be those presented in the
most recent edition of Sandard Methods for the Examination of Water and
Wastewater or any improved method determined by the Executive Officer to be
appropriate. Detection methods used for escherichia coli shall be those presented in
USEPA publication USEPA 600/4-85/076, Test Methods for Escherichia coli and
Enterococci in Water By Membrane Filter Procedure or any improved method
determined by the Executive Officer to be appropriate.

33. The geometric mean used for determining compliance with bacterial standardsis
calculated with the following equation:

Geometric Mean = (C; x Co X ... x Cp) U

where n is the number of days samples were collected during the period and C isthe
concentration of bacteria (MPN/100 ml) found on each day of sampling.

34. Compliance with the daily average operating filter effluent turbidity limit of 2
Nephelometric Turbidity Units (NTU) shall be determined using the levels of
recorded turbidity levels at aminimum of four-hour intervals over a 24-hour period.



Tentative MRP No. R9-20030179 -41- September 26, 2003
NPDES Permit No. CA0107492

Compliancewith the turbidity standard of not excealing 5 NTU more than 5 percent
of the time over a 24-hou period shall be determined using the levels of recorded
turbidity taken at intervals of no more than 1.2hous over a 24-hou period. Shoud
the continuous turbidity meter and/or recorder fail, grab sampling at a minimum
frequency of 1.2 hous may be substituted urtil the turbidity meter and/or recorder is
fixed.

35.By March 1 d ead year, the discharger shall submit an annual report to the Regional
Board and USEPA Region 9that contains tabular and graphicad summaries of the
influent, effluent, and receving water monitoring data obtained during the previous
year. Thedischarger shall discussthe compliancerecord and corredive adionstaken or
which may be needed to kring the discharge into full compliancewith the requirements
of Order No. R9-2003:0179and this monitoring and reporting program. A discussion
and interpretation of the recaving water data coll ected during the previous yea shall
also be provided.

36. Monitoring results shall be reported at intervals andin amanner spedfied in Order No.
R9-2003-0179 and/or this monitoring and reporting program. Monitoring reports sl
be submitted to the Regional Board and to USEPA Region 9, as appropriate, acwrding
to the following schedule:

Monitoring Frequency Reporting Period Report Due
Continuous, Daily, All First day of the second month after
Weekly, Morthly the month of sampling (e.g.,
January sampling: due March 1)

Quarterly January — March May 1

April —June August 1

July — September November 1

October — December February 1
Semiannually January — June September 1

July — December March 1
Annudly January — December March 1

37.Revisonsto this MRP may be made by the Regional Board at any time during the term
of Order No. 2003017, and may include areduction or increase in the number of
parametersto be monitored, locations monitored, the frequency of monitoring, or the
number and size of samples colleded.

C. CHRONIC WHOLE EFFLUENT TOXICITY

The discharger shall conduct quarterly freshwater chronic toxicity tests on 24hou
compasite dfluent samples taken at the discharge from Lake No. 1and gab samples
taken from receving water sample locaions gedfied in this MRP. Whenever possble, a
split of ead effluent toxicity sample @lleded will be used for the chemical and physicd
analyses required in this MRP.
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1. Test Spedesand Methods

a. Thedischarger shall conduct short-term tests with the cladoceran, water flea,
Ceriodaphnia dubia (survival and reproduction test); the fathead minnow,
Pimephales promelas (larval survival and gowth test); and the green aga,
Selanastrum capricor nutum (growth test) for the first threesuites of tests. After
this greening period, monitoring shall be conducted using the most sensitive
spedes.

b. Every year, the discharger shall re-screen orce with the threespedes li sted
above and continue to monitor with the most sensitive spedes. Re-screening
shall be mnducted at a different time of year from the previous year’s re-
screening.

c. Thepresenceof chronic toxicity shall be estimated as gecified in EPA’s
methods (USEPA 600'4-91-002).

2. Toxicity Limits

a. Chronic toxicity measures a sublethal effed (e.g., reduced growth, reproduction)
to experimental test organisms expased to an effluent or ambient waters
compared to that of the control organisms. Chronic toxicity requirements are
spedfied in the Prohibitions of Order No. 20030179.

b. Results sal bereported in TUc, where TUc = 100NOEC. The no olserved
eff ect concentration (NOEC) is the highest concentration d toxicant to which
organisms are exposed in a dronic test that causes no olservable alverse dfed
onthetest organisms (i.e., the highest concentration d toxicant to which the
values for the observed resporses are nat statisticaly significantly different from
the controls).

3. Quality Assurance

a A seriesof a least five dilutions and a control will betested. The series hall
include the following concentrations: 12.5, 25, 50, 7%and 100 @rcent eff luent.

b. If organismsare nat cultured in-house, concurrent testing with areference
toxicant shall be mnducted. Where organisms are alltured in-house, monthly
reference toxicant testing is sufficient. Referencetoxicant tests also shall be
condwcted using the same test conditi ons as the dfluent toxicity tests (e.g., same
test duration, etc).

c. If either the referencetoxicant test or effluent test does not med all test
acaceptabili ty criteria (TAC) as pecified in the manual, then the discharger must
re-sample and re-test within 14 daysor as onas possble.
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d. Thereferencetoxicant and effluent tests must med the upper and lower bounds
ontest sensitivity as determined by cd culating the percent minimum significant
difference (PMSD) for each test result. The test sensitivity boundis gedfied
for each test method (see variabili ty document EPA/833-R-00-003, Table 3-6).
There ae five posshble outcomes based onthe PM SD resullt:

1. Unqualified Pass-Thetest’'s PMSD iswithin bound and thereis no
significant difference between the means for the wntrol and the 100 percent
treament. The regulatory authority would conclude that thereis no toxicity
at 100 percent effluent.

2. Unqualified Fail-Thetest’'s PMSD islarger than the lower bound(but not
greder than the upper bound in Table 3-6 and thereisa significant
diff erence between the means for the cntrol and the 100 percent treament.
The regulatory authority would conclude that there is toxicity at 100 percent
effluent.

3. LacksTest Sensitivity—Thetest’s PMSD exceals the upper boundin Table
3-6 and there is no significant diff erence between the means for the control
andthe 100 percent treatment. Thetest is considered invalid. An effluent
sample must be olleded and anather toxicity test must be onduwcted. The
discharger must re-sample and retest within fourteen (14) days or as onas
possble.

4. LacksTest Sensitivity—Thetest’'s PMSD exceals the upper boundin Table
3-6 andthere isa significant difference between the means for the control and
the 100 percent treament. Thetest is considered valid. The regulatory
authority will conclude that there istoxicity at 100 percent effluent.

5. Very Small but Significant Difference-The relative difference (seeSedion
6.4.2, lelow) between the means for the mntrol and the 100 percent
treament is snall er than the lower boundin Table 3-6 and this differenceis
statisticdly significant. Thetest isacceptable. The NOEC is determined as
described in Sedions 6.4.2and 6.4.3(below).

e. Control and dlutionwater shoud be receiving water or laboratory water, as
appropriate, as described in the manual. If the dilutionwater used is diff erent
from the ailture water, a seand control using culture water shall be used.

4. Preparing the Initia Investigation d the TRE Workplan

The discharger shall submit to the Regional Board a apy of the discharger' s
Toxicity Reduction Evaluation (TRE) workplan (1-2 pages) within 90 diys of the
eff ective date of this permit. This plan shall describe the steps the discharger intends
to follow if toxicity is deteded, and shoud include, at least the foll owing items:
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a

A description d the investigation and evaluation techniques that would be used
to identify potential causes and sources of toxicity, effluent variabili ty, and
treament system efficiency.

A description d the fadlity’s methods of maximizing in-house treatment
efficiency and good howsekeeping pradices.

If atoxicity identification evaluation (TIE) is necessary, an indication d the
person who would condict the TIES (i.e., an in-house expert or an ouside
contrador).

5. Accderated Testing

a

C.

If aroutine dfluent sample exhibits chronic toxicity, then at least one alditional
test isnecessry.

If chronic toxicity isidentified in the alditional test, then the discharger shall
conduct six more tests, approximately every two weeks, over atwelve-week
period. Testing shall commencewithin two weeks of receipt of the sample
results of the additional test.

If nore of the six testsindicate toxicity, then the discharger may return to the
normal testing frequency.

6. Toxicity Reduction Evauation (TRE) and Toxicity Identification Evaluation (TIE)

a

If chronic toxicity is deteded in any of the six additional tests, then, in
acmordance with the facility’ s TRE workplan, the discharger shall i nitiate aTRE
within fifteen (15) days of the exceedance to reducethe caise(s) of toxicity. At
aminimum, the discharger shall use EPA manua EPA/833B-99/002as
guidance The discharger will expeditiously develop a more detailed TRE
workplan, which includes:

(1) Further adionsto investigate and identify the caise of toxicity

(2) Actionsthe discharger will t ake to mitigate the impad of the discharge and
prevent the reaurrence of toxicity

(3) A schedulefor these adions

The discharger may initiate aTIE as part of the TRE processto identify the
cause(s) of toxicity. The discharger shall use the EPA acute and chronic
manuals, EPA/600/6-91/005 (Phase I)/EPA/600R-96-054 (Phase 1), and EPA-
600'R-92/081 (Phase I11) as guidance.
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D. INFLUENT MONITORING

Influent monitoring isrequired to determine the df ediveness of a pretreagment program and
assesstreament plant performance  The sampling station shall be located upstream of any
in-plant return flows and where arepresentative sample of the influent to the treament plant
can be obtained. The date and time of sampling shall be reported with the analyticd values
determined.

The following shall constitute the influent monitoring program:

I nfluent Monitoring

Parameter Units Type of Sample Monitoring Frequency | Reporting Frequency

flowrate™ mgd recorder/totali zer continuous monthly

pH pH units grab 2 timeg/day monthly

BOD (5-day, 26 C) mg/l 24-hr composite 3 x per cdendar week monthly

total suspended solids mg/l 24-hr composite 3 x per cdendar week monthly

tota nitrogen mg/l 24-hour composite monthly monthly

total phosphorous mg/l 24-hour composite monthly monthly

Notes:

1. Boththedaily average and daily maximum shall be reported for influent flowrate.

E. EFFLUENT MONITORING

Effluent monitoring is required to determine cmpli ance with the permit conditions and
to identify operational problems and improve plant's performance. Effluent monitoring

also providesinformation onwastewater charaderistics and flows for use in interpreting
water quality and bologicd data

Sample stations are Station A - apaint after dechlorination and Station B - the discharge
point where water from Lake 1 overflowsto Sycamore Creek. The date and time of
sampling shall be reported with the analytica values determined.

If the discharge is intermittent rather than continuous, then onthe first day of each such
intermittent discharge, the discharger shall monitor and record data for all of the
parameters listed in the dfluent monitoring schedul e, after which the frequencies of
analyses listed in the schedule shall apply for the duration d eadh such intermittent
discharge. In noevent shall the discharger be required to monitor and record data more
often than twicethe frequencies listed in the schedule.

In conformancewith federal regulations (40 CFR 122.4%c)), analysesto determine
compliancewith the eff luent concentration limitations for heary metals sl be
conducted using the total recoverable method. For these mnstituents, if the discharger
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satisfadorily demonstrates to the Exeautive Officer an add soluble/total recoverable
methodrelationship, determination d compliance will be based ona comparison d the
adjusted total remverable methodresultsto permit limits.

The following tables sall congtitute the dfluent monitoring program.

1. Station A —After dedhlorination and prior tothedischargeto Lake 7

Effluent Monitoring —Station A

Parameter Units Type of Sample Monitoring Frequency [Reporting Frequency
flowrate" mgd recorder/totali zer continuous monthly
spedfic pmhos/cm recorder continuous monthly

conductance™®
pH™® pH units recorder continuous monthly
turbidity” NTU recorder continuous monthly
total/feca coliform® | MPN/100ml grab daily monthly
escherichia @li® CFU/100m grab weekly monthly
BOD (5-day, 26 C) mg/l 24-hr composite 3 X per cdendar week monthly
COD mg/l 24-hr composite 3 X per cdendar week monthly
total suspended solidg mg/l 24-hr composite 3 X per cdendar week monthly
oil and grease mg/l grab monthly monthly
total nitrogen mg/l 24-hour compaosite monthly monthly
total phosphorous mg/l 24-hour compaosite monthly monthly
total dislved solids mg/l 24-hour composite monthly monthly
percent sodium % 24-hr composite monthly monthly
color units 24-hr compaosite monthly monthly
total organic carbon mg/l 24-hr compaosite quarterly quarterly
total hardness mg/l 24-hr composite quarterly quarterly
chloride mg/l 24-hr composite quarterly quarterly
sulfate mg/l 24-hr compaosite quarterly quarterly
iron mg/l 24-hr composite quarterly quarterly
manganese mg/l 24-hr composite quarterly quarterly
MBAS mg/l 24-hr composite quarterly quarterly
boron mg/l 24-hr compaosite quarterly quarterly
fluoride mg/l 24-hr composite quarterly quarterly
Bis (2-Ethylhexyl) pg/l 24-hour compaosite semi-annually semi-annually
Pthalate
priority poll utants’ g/l 24-hour composite/grab® annuelly annuelly
lake 7 fish tissue® ppb grab annuelly annuelly
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Parameter Units Type of Sample | Monitoring Frequency |Rep0rting Frequency

Notes:

1. Boththe daily average and daily maximum shall be reported. Specific conductance and pH shall only be
reported as the daily averages, from midnight to midnight.

2. Effluent turbidity analyses should be conducted using a continuous monitoring and recording turbidimeter

located prior to the chlorination process. The discharger shall report the average effluent turbidity (24-

hours) calculated by averaging recorded turbidity readings taken at a minimum of 4-hour intervals, 95

percentile effluent turbidity (24-hours), and the daily maximum turbidity (daily being defined as the 24-hour

period from 12 am to 12 am). Continuous turbidity monitoring must also be provided prior to filtration to

ensure adequate process control, and automatic actuate coagulant feed or effluent diversion when the

turbidity of the filter influent is greater than 10 NTU.

May be measured prior to dechlorination

Priority pollutants list as defined in 40 CFR 131.38.

Type of sample as specified in 40 CFR 136 Appendix A.

Tissue of fishin Lake 7 shall be collected and analyzed according to the latest criteria of Toxic Substances

Monitoring Program.

o0k w

2. Station B — Dischargefrom Lake 1 into Sycamor e Creek

Effluent Monitoring —Station B

Parameter Units Type of Sample Monitoring Frequency [Reporting Frequency
flowrate" mgd recorder/totalizer continuous monthly
chlorine residual’ Hg/! grab daily monthly
total/fecal coliform | MPN/100ml grab weekly monthly
escherichiacoli CFU/100ml grab weekly monthly
nitrogen (series)® mg/l 24-hour composite monthly monthly
phosphorous (series)” mg/l 24-hour composite monthly monthly
chronic toxicity TUc 24-hour composite quarterly quarterly
Notes:

1. Both the daily average and daily maximum shall be reported.

2. For chlorine residual, the discharger shall report the daily average, maximum, and minimum val ues.
3. Nitrogen (series) = total nitrogen, organic nitrogen, nitrate, nitrite, ammonia

4. Phosphorous (series) = total phosphorous and orthophosphate phosphorous

F. RECEIVING WATER MONITORING
1. Core Monitoring

a. To determine compliance with water quality standards, the receiving water quality
monitoring program must document conditionsin the vicinity of the receiving water
discharge points, at reference stations, and at areas beyond the immediate vicinity of
the discharge points where discharge impacts might reasonably be expected.
Monitoring must reflect conditions during al critical environmenta periods.
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b. Thefollowing shal constitute the core receiving water monitoring stations:

Station Number L ocation

1 San Diego River a Carlton Hills Boulevard in Santee (upstream
reference station)

2 Forrester Creek 50 feet upstream of the confluence with the San Diego
River (upstream reference station)

3 Sycamore Creek at overflow from first pond within Carton Oaks Golf
Course

4 Sycamore Creek upstream of the confluence with the San Diego River
just prior to stream exit from Carlton Oaks Golf Course

5 San Diego River a Mast Boulevard

6 San Diego River at the pond just downstream of Old Mission Dam

7 San Diego River at San Diego Mission ponds just south of Friars Road
bridge

C.

d.

Monitoring surveys conducted to meet receiving water monitoring requirements of
this MRP shall include, as a minimum, the following information:

(1) A description of climatic and receiving water characteristics at the time of
sampling [e.g., observations of wind (direction and speed); weather (cloudy,
sunny, or rainy, etc.); observations of water color or discoloration (percent agal
cover at surface and bottom); oil and grease; turbidity; odor, and materials of
sewage origin in the water or on the riverbank(s); time of sampling; air
temperature (* C); water temperature (* C), etc.].

(2) A description of sampling stations, including characteristics unique to each
station [e.g., GPS coordinates for station location, photodocumentation,
sediment characteristics, rocks, river flow (contiguous or terminated), and
estuary mouth conditions (i.e. open or closed due to sand deposition) etc.].

(3) A description of the sample collection and preservation procedures used in the
survey and a description of the specific method used for |aboratory analysis.

(4) Anannual in-depth discussion of the survey results. The discussion shall
compare data from the reference station(s) with data from the stations located
in the area of the discharge. All tabulations and computations shall be
explained.

Whenever possible, samples shall be collected on the same day that these
constituents are collected at the discharge from Lake 1. Sample methods,
preservation, and anayses, when not specified, shall be approved by the Executive
Officer. Thefollowing shal constitute the receiving water monitoring program:

CoreReceiving Water Monitoring
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Constituent Units Sample Type | Station Monitoring Reporting
# Frequency Freguency
flowrate CFS Cross-sed. 1-7 monthly monthly
velocity/area
spedfic conductance i mhos/ cm grab 1-2,4-7 monthly monthly
pH units grab 1-2,4-7 monthly monthly
nitrogen (series)’ mg/| grab 1-2,4-7 monthly monthly
phosphorous (series)* mg/| grab 1-2,4-7 monthly monthly
sediment phosphorous mg/kg grab 1-2,4-7 quarterly quarterly
(series)*
total disolved solids mg/| grab 1-2,4-7 monthly monthly
tubidity NTU grab 1-2,4-7 monthly monthly
total/fecd coliform MPN/100ml grab 1-2,4-7 monthly monthly
escherichia coli CFU/100ml grab 1-2,4-7 monthly monthly
dislved oxygen® mg/l grab 1-2, 4-7 monthly monthly
temperature °C grab 1-2,4-7 monthly monthly
chlorophyll-a mg/m® grab 1-2, 4-7 quarterly quarterly
total organic cabon mg/| grab 1,6 guarterly quarterly
total hardness mg/| grab 1,6 guarterly quarterly
chloride mg/| grab 1,6 guarterly quarterly
sulfate mg/| grab 1,6 guarterly quarterly
iron mg/| grab 1,6 quarterly quarterly
manganese mg/| grab 1,6 quarterly quarterly
MBAS mg/| grab 1,6 quarterly quarterly
boron mg/| grab 1,6 quarterly quarterly
priority poll utants® pg/l grab 1-2,6 annually annually
chronic toxicity TUc grab 1,6 quarterly quarterly
benthic IBI - 1,6 semiannually semiannually
macoinvertebrates’
pariphyton® =] - 1,6 semiannually semiannually
fish tissue’ ppb grab 7 annually annually
Notes:

1. Nitrogen (series) = total nitrogen, organic nitrogen, nitrate, nitrite, anmonia
2. Phosphorous (series) = total phosphorous and arthophosphate phosphorous
3. If only one measurement is coll eded for disolved oxygen, it shall be determined at the ealiest time

possble. For eaty measurement reported, the discharger shall also report the percent saturation (cdculated
based on temperature).

Priority poll utants list as defined in 40 CFR 13138,

Benthic maartoinvertebrate analysis $al be conducted in May, August, October, and Decamber of each yea,
using the Cdlifornia Stream Biassesanent Procedure (CSBP), professonal level point sourceprotocol, and
reported using the Index of Biotic Integrity (1BI), aswell as each of theindividual endpoints. The sampling
locations sal be within ¥2 mil e upstream or downstream of the dnemicd samplinglocation, at aread with
fiverifflesor runs. If necessary, reades with 3-4 riffleswill be acceptable. The site shall be selected at the
time of sampling, usingthe sampler’ sdiscretion. If alocationisdry at the time of sampling the sampler shall
attempt to conduct sampling whenever possble for that quarter.

Periphyton analysis shall be anducted in May, August, October, and December of ead yea using the
USEPA Rapid Bioassesanent Protocols for Use in Wadeable Stream and River — Periphyton, Benthic
Maaoinvertebrates, and Fish, Second Edition (July 1999 and reported using the Index of Biotic Integrity.
Tisaue of fishin Lake 7 shall be mlleded and analyzed acwrding to the latest criteria of Toxic Substances
Monitoring Program.
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2. Regional Watershed Monitoring

The discharger shall participate and coordinate with state and locd agencies and aher
dischargers in the San Diego Regionin development and implementation o aregional
watershed monitoring program for the San Diego River Watershed as directed by the
Exeautive Officer. Theintent of aregional watershed monitoring program isto
maximize the dforts of al monitoring partners using a more @st-eff edive monitoring
design and to best utili ze the poded resources of the region. During a cordinated
watershed sampling eff ort, the discharger’s ssmpling and analytica effort may be
redlocaed to provide aregiona assessment of the impad of discharges to the watershed.

3. Strategic Process Studies

Speaal studies are intended to be short-term and designed to address gecific research o
management isues that are not addressed by the routine core monitoring program. The
discharger shall implement spedal studies as directed by the Exeautive Officer.

I, JohnH. Robertus, Exeautive Officer of the San Diego Regional Water Quality Control
Board, dohereby certify the foregoing isafull, true, and correa copy of a Monitoring
and Reporting Program adoped by the California Regional Water Quality Control Board,
San Diego Region, onNovember 12, 2003.

TENTATIVE
JOHN H. ROBERTUS
Exeautive Officer




